AOV Smoke Vents 67

Accessories

Fire Switch for AOV Smoke Vent Fire Brigade Priority Switch for AOV Smoke Vent

Function: Alarm (open), reset and off, sound indicator Priority Switch allowing Fire Brigade to control AOV
LED indication: "ok", "error" (yellow), "alarm activated" Smoke Vents

(red)

Size: 125 mm x 125 mm x 36 mm (W x H x D) Note: Only one priority switch per control panel

Colour: Orange, (grey available on request)
Protection degree: IP40
Consumption on error: 2.2 mA

Control Panel for AOV Smoke Vent Smoke Detector for AOV Smoke Vent
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AOV Control Panel - approved and tested for use Photo-electric detection of light scattered by smoke

with our range of AOV Smoke Vents particles over a wide range of angles. The optical
arrangement comprises an infra-red emitter with a

Needed to control your AOV and take inputs from prism and a photo-diode at 90 to the light beam with

additional controls or sensors such as Smoke a wide field of view.

Sensors and Fire Brigade switches

Allows manual opening and closing of AOV The integral LED flashes when the detector is in a

Two versions; 5A and 8A depending on the size of quiescent state.

your AOV Smoke Vent.

BUILDING
PRODUCTS
LTD

T: 01423 874 753 E: info@accessbuildingproducts.co.uk /DDESS

CELEBRATING
OUR




